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Clique em firewall

Rlisense

COMMUNITY EDITION

Status /

System Information Interfaces - Xx]

win-talk lansip.net.br ‘-:-‘ 10Gbase-T <fullduplex> 181.191.211.233

admin@177.93.105.8 (Local Database) P 10Gbase T <full-duplex> 10.1.1.251

KVM Guest
Netgate Device ID: 9c608b87133c07d1¢f63 OpenVPN 00

2.7.0-RELEASE (amd64) TalkVPN UDP4:1194 (11)
built on Wed Jun 28 03:53:34 UTC 2023

Name/Time Real/Virtual IP
FreeBSD 14.0-CURRENT

luiz 170.84.239.44:42280
Version information updated at Fri May 24 14:06:28 -03 2024 2024-05-24 09:07: 10.1.5.14
Common KVM processor victoria.salazar 179.109.41.4:34181

2 CPUs: 1 package(s) x 2 core(s) 101574

Clique em "Aliases”

@ sense m I f Firewall

COMMUNITY EDITION

Aliases

Firewall /

Firewall Aliases IP Virtual IPs

Cligue em “ADD”

Firewall Aliases IP

Name Values Description Actions

LanSip of1.lansip.net.br, of2 lansip.net.br, of3.lansip.net.br, a.lansip.com.br, 177.4.106.208, 131.100.231.17, 200.231.150.2

+ Add L import




Creia a regra como esta abaixo

Properties

Name LLanSip

The name of the alias may only consist of the characters "a-z, A-Z, 0-9 and _".

A description may be entered here for administrative reference (not parsed).

|

Host(s)

Enter as many hosts as desired. Hosts must be specified by their IP address or fully qualified domain name (FQDN). FQDN hostnames are periodically
re-resolved and updated. If multiple IPs are returned by a DNS query, all are used. An IP range such as 192.168.1.1-192.168.1.10 or a small subnet such
as 192.168.1.16/28 may also be entered and a list of individual IP addresses will be generated.

200.231.150.2 CobSuporte

Destinos
ofl.lansip.net.br
of2.lansip.net.br
of3.lansip.net.br

a.lansip.com.br

Pressione o botdo “Salvar”

200.231.150.2 CobSuporte
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sense

MUNITY EDITION

Firewall /

Properties

Firewall /

Edit Firewall Rule

Action

Interface

Address Family

Protocol

Source

Destination

Destination

Extra Options

Advanced Options

Volte ao menu superior selecione “Firewall” e depois selecione “Rules”

Firewall =

Rules

Schedules

Virtual IPs characters "a-z, A-Z, 0-9 and _".

rative reference (not parsed).

Crie a regra abaixo.

Pass

Choose what to do with packets that match the criteria specified below.

Hint: the difference between block and reject is that with reject, a packet (TCP RST or ICMP port unreachable for UDP) is returned to the sender,
whereas with block the packet is dropped silently. In either case, the original packet is discarded.

W Disable this rule

Set this option to disable this rule without removing it from the list.

LAN v

Choose the interface from which packets must come to match this rule.

IPvA+IPvE

Select the Internet Protocol version this rule applies to.

Any|

Choose which IP protocol this rule should match.

r—

W Invert match Single host or alias ~

« Log packets that are handled by this rule

o pidess

sy B

Hint: the firewall has limited local log space. Don't turn on logging for everything. If doing a lot of logging, consider using a remote syslog server (see

the page).

LanSip

A description may be entered here for administrative reference. A maximum of 52 characters will be used in the ruleset and displayed in the firewall

log.

 « Jo ey —

Salve a regra.




